Built for AutoChimp™
Pro HD Cameras




HOW IT WORKS

AutoChimp™ Pro Mount (AC-PRO-MOUNTING) - Fully adjustable
for slide, tilt, and rotation. Single-hole install with hidden fixings.
Includes locking hardware and hand tool for fast, secure mounting.




CONTENTS

1x M6 Bolts & serrated locking nuts
10mm socket size

Screws for camera mounting.

Pro camera no-drill mounting.

PN: AC-PRO-MOUNTING

(camera sold separately)
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DIMENSIONS

45mm

20mm

o

6.25mm

12mm



MATERIAL

All our mounting kits are made from matte black
ABS-GF. (Glass fibre reinforced plastic) for superior
thermal resistance and strength.

Acrylonitrile - butadiene - styrene,

Composition Acrylonitrile - butadiene - styrene Slats b PAB, glass fiber
AMS Compatibility YES YES YES
Dry Out Before Use Recommended Recommended Required
Printing Speed < 300 mm/s <180 mm/s <130 mm/s
Printer Type Enclosure Enclosure Enclosure
Toughness (Impact Strength - XY) 39.3kJ/mz2 14.5 kJ/m? 27.2 kJIim2
Strength (Bending Strength - XY) 62 MPa 68 MPa 120 MPa
Layer Strength (Bending Strength - Z) 39 MPa 46 MPa 51 MPa
Stiffness (Bending Modulus - XY) 1880 MPa 2860 MPa 3670 MPa
Layer Adhesion (Impact Strength - Z) 7.4 kJIm? 5.3 kJ/m? 41 kJ/m?
Heat Resistance (HDT, 0.45 MPa) 872C 99°C 182°C

Saturated Water Absorption Rate/% (25 °C, 55% RH) 0.65 0.53 2.56



INSTALL GUIDE

Top is a tool to help you hold nut while
M6 bolt and locking nut included
10mm socket size

mounting. Nut is serrated self locking.
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Camera screws in from the rear.

(camera sold separately)




CAMERA ORIENTATION

AutoChimp™ Pro HD cameras mount directly into the rear
for a perfect no holes mount & cameras can also be
mounted on their own in any direct.



CAMERA SETUP &

PRO SERIES CAMERAS e

Three loop wires set the camera output. Cut a loop to switch
that option; rejoin it to switch back. Test the picture before you
seal the cable.

O White — Mirror / Non-Mirror

Joined = mirror (rear), cut = non-mirror (front). Switches
between rear-view and front-view orientation.

. Blue — Vertical Flip

Joined = normal, cut = flipped. Corrects the image when the
camera is mounted upside down.

‘ Green — Parking Guidelines

Joined = on, cut = off. Turns the on-screen guidelines on or off.

Scan the QR on your info card SMS +61 411 101 737




INSTRUCTIONS

PRO CAMERA MOUNTING KIT

SKU AC-PRO-MOUNTING

Scan for the install walkthrough on our website: the full

video guide, wiring diagram and fitment guide for this Kit.

INSTALL VIDEO WIRING DIAGRAM

FITMENT GUIDE

Or type autochimp.com.au/guide/ac-pro-mounting

Stuck? SMS +61 411 101 737, Mon—Fri 10am—-4pm AEST

3-year warranty - see the warranty card in this box

GUIDE + VIDEO



https://autochimp.com.au/guide/ac-pro-mounting
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AUTOCHIMP

LOGIN &
RETURNS

Scan the code with your phone camera to open your
AutoChimp account. No password needed — we email
you a six-digit code.

. Track your order and download tax invoices
. Start a return, exchange or warranty claim YOUR ACCOUNT
. Lodge a Shipping Protection claim

. Find every install guide for what you bought

accounts.autochimp.com.au - support@autochimp.com.au


https://accounts.autochimp.com.au
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